
11 Mil Solvent Reverse- 
Print Polycarbonate Film

SPC10

 

 
30"X100FT
51"X100FT
  

 3"
3"

 

PSO
PSO  

  345 325-365

11.5 11.2-11.8

 14 12-16

86
16

83-90
14-18

 

A clear inkjet-receptive 
coating on a polycarbonate 
film. Base is smooth and 
glossy on print side, velvet
textured on reverse.

 

 

 

 

 

BASIS WEIGHT:
Grams/m2 

CALIPER (mil): 

OPACITY (%): 

GLOSS (@ 60°):
Front:
Back:

  

Ideal for rollup banner,
backlit displays, trade
show panels and even 
floor graphics

 

No curl memory.  Unwinds
flat every time.

 

 

Superior color brilliance
and image definition 

 

Laminate printed side to 
a white backer film for 
unmatched durability and 
ease of display

 

 
 

•

•

•

•

•

Compatible with EcoSol
and high grade solvent
inks

ROLL CONFIGURATIONS

PHYSICAL SPECIFICATIONS
 

Target

Finished Rolls Core Print Side 

Range

 
 Velvet texture naturally 

diffuses light and cuts 
glare

 •

 

 
54"X50FT
61"X50FT
54"X125FT
61"X125FT   

 3"
3"
3"
3" 

PSO
PSO
PSO
PSO

  

  460 445-475

13.3 13.0-13.6

 60 54-64

90 86-94

13 Mil Solvent Gloss 
Backlit PET Film

 

A waterproof front-print 
backlit film on a polyester 
base with a high sheen finish

 

 

  

 BASIS WEIGHT:
Grams/m2 

CALIPER (mil): 

OPACITY (%): 

GLOSS (@ 60°):

  

Durable, scratch-resistant
images

 

For indoor and outdoor
use

 

 

Superior color brilliance
and image definition 

 

No lamination required 
 

 
 

•

•

•

•

•

Compatible with EcoSol
and high grade solvent
inks

ROLL CONFIGURATIONS

PHYSICAL SPECIFICATIONS
 

Target

Finished Rolls Core Print Side 

Range

 
 

SBG13
8 Mil Solvent Gloss 
BOPP Film

SPPG8

 

36”X100FT  3” PSO  

  155 140-170

7.9 7.5-8.3

 93 >90

105 >95

 

A water resistant and durable
polypropylene film with a 
high sheen finish  

BASIS WEIGHT:
Grams/m2 

CALIPER (mil): 

OPACITY (%): 

GLOSS (@ 60°) 

WHITENESS 110 -

ROLL CONFIGURATIONS

PHYSICAL SPECIFICATIONS
 

Target

Finished Rolls Core Print Side 

Range

  

 

 

 

Superior color brilliance
and image definition

Handles high ink
saturation without cockling

Abrasion resistant surface 

No lamination required 

High whiteness for wide
color gamut

Compatible with EcoSol
and high grade solvent
inks

 

54”X100FT  3” PSO 
60”X100FT  3” PSO 

275g Smooth Bright White 
Solvent Gloss Art Paper

SSPG275

30”X100FT 3” PSO  
54”X100FT 3” PSO 
60”X100FT 3” PSO 

   275            255-285

12.8          12.5-13.1

  95             > 92

 93             > 90 

 

A 100% cotton fiber bright 
white fine art paper with a
smooth finish

 

Acid-free coating

 Acid-free base 

 

 

Bright white

•

•

•

•

BASIS WEIGHT:
Grams/m2 

CALIPER (mil): 

OPACITY (%): 

BRIGHTNESS 

• High density and wide
color gamut

CIE COLOR F7/2*  L*  95.05  94.55-95.55
 a*   3.70    3.20-4.20
 b*  -5.50              (-6.00)-(-5.00)

TEXTURE:      Smooth

Excellent color brilliance
and image definition

ROLL CONFIGURATIONS

PHYSICAL SPECIFICATIONS
 

Target

Finished Rolls Core Print Side 

Range

GLOSS (@ 60°):               35               33 - 37   

Lignin free

•

260g Smooth Bright White 
Solvent Matte Art Paper

SWH260M

30”X100FT 3” PSO  
54”X100FT 3” PSO 
60”X100FT 3” PSO 

   260            248-272

12.5             12-13

  98              > 90

 107            102-112

 

A 100% cotton fiber bright 
white fine art paper with a
smooth finish

 

Acid-free coating

 Acid-free base 

 

 

Bright white

•

•

•

•

BASIS WEIGHT:
Grams/m2 

CALIPER (mil): 

OPACITY (%): 

WHITENESS:

• High density and wide
color gamut

Excellent color brilliance
and image definition

ROLL CONFIGURATIONS

PHYSICAL SPECIFICATIONS
 

Target

Finished Rolls Core Print Side 

Range

GLOSS (@ 60°):               4                 3-5      

Lignin free

•

275g Textured Bright White 
Solvent Matte Art Paper

STPM275

30”X100FT 3” PSO  
54”X100FT 3” PSO 
60”X100FT 3” PSO 

  

 

 

A 100% cotton fiber bright 
white fine art paper with a
textured finish 

 

 
 

BASIS WEIGHT:
Grams/m2 

CALIPER (mil): 

OPACITY (%): 

BRIGHTNESS:

CIE COLOR F7/2* 

TEXTURE: 

ROLL CONFIGURATIONS

PHYSICAL SPECIFICATIONS
 

Target

Finished Rolls Core Print Side 

Range

Acid-free coating

Acid-free base

Lignin free

Bright white

•

•

•

•

High density and wide
color gamut

•

Excellent color brilliance
and image definition

•  275            255-285

15.8          15.3-16.3

 95             > 92

 97             > 94  

 L*  96.40  95.90-96.90
 a*   4.00    3.50-4.50
 b*  -6.00              (-6.50)-(-5.50)

       Velvet

GLOSS (@ 60°):               4               3 - 5   

  320 290-340

16 15-17

 96 >95

7 6-8

A bright white water-resistant
canvas composed of 35% 
cotton with a 65% polyester 
blend giving it a uniform 
high sheen finish

 

 

 
 

BASIS WEIGHT:
Grams/m2 

CALIPER (mil): 

OPACITY (%): 

GLOSS (@ 60°):

  

Superior color brilliance
and image definition

Can be stretched without
cracking

Abrasion resistant surface 

 No lamination required 

•

•

•

•

•

Indoor/outdoor signage,
backdrops and murals

• Compatible with EcoSol
and high grade solvent
inks

Ideal for art décor and
fine art reproduction

•

ROLL CONFIGURATIONS

PHYSICAL SPECIFICATIONS
 

Target

Finished Rolls Core Print Side 

Range

TEXTURE:

16 Mil Solvent Poly/Cotton
Gloss Canvas

SCG16

WHITENESS:        105                                 100-120

FINE

FABRIC WEAVE: OXFORD 1 OVER 1

Great for stretching 
equipment

•

 3” PSO  
 3” PSO 
 3” PSO 

 

30”X100FT 
54”X100FT 
60”X100FT 

 3” PSO 
 3” PSO 

54”X150FT 
60”X150FT  

  415 395-435

20.5 19.5-21.5

 98 >95

9.5 8-11

A bright white water-resistant
canvas composed of 35% 
cotton with a 65% polyester 
blend giving it a uniform 
high sheen finish

 

 

 
 

BASIS WEIGHT:
Grams/m2 

CALIPER (mil): 

OPACITY (%): 

GLOSS (@ 60°):

  

Superior color brilliance
and image definition

Can be stretched without
cracking

Abrasion resistant surface 

 No lamination required 

•

•

•

•

•

Indoor/outdoor signage,
backdrops and murals

• Compatible with EcoSol
and high grade solvent
inks

BRIGHTNESS:          96                                      - 

Ideal for art décor and
fine art reproduction

•

ROLL CONFIGURATIONS

PHYSICAL SPECIFICATIONS
 

Target

Finished Rolls Core Print Side 

Range

TEXTURE   12    14.5-18.5(Ra, microns) 

21 Mil Solvent Poly/Cotton
Gloss Canvas

 

 3” PSO  
 3” PSO 
 3” PSO 

 

30”X100FT 
42”X100FT 
50”X100FT 

 3” PSO 
 3” PSO 

54”X100FT 
60”X100FT 

SCG21

 3” PSO  
 3” PSO 
 3” PSO 

 

  230 290-340

16 15-17

 96 >93

4 3-5

16 Mil Solvent Poly/Cotton
Satin Canvas

 

A bright white water-resistant
canvas composed of 35% 
cotton with a 65% polyester 
blend giving it a uniform 
low glare finish

 

 

 

 

BASIS WEIGHT:
Grams/m2 

CALIPER (mil): 

OPACITY (%): 

GLOSS (@ 60°):

  

Superior color brilliance
and image definition

Can be stretched without
cracking

Abrasion resistant surface 

 No lamination required 

•

•

•

•

•

Great for stretching 
equipment

•

Indoor/outdoor signage,
backdrops and murals

• Compatible with EcoSol
and high grade solvent
inks

WHITENESS:        110                                 105-120

Ideal for art décor and
fine art reproduction

•

ROLL CONFIGURATIONS

PHYSICAL SPECIFICATIONS
 

Target

Finished Rolls Core Print Side 

Range

TEXTURE: FINE

FABRIC WEAVE: OXFORD 1 OVER 1

30”X100FT 
54”X100FT 
60”X100FT 

 3” PSO 
 3” PSO 

54”X150FT 
60”X150FT 

SCS16

 3” PSO  
 3” PSO 
 3” PSO 

 

  415 395-435

20.5 19.5-21.5

 98 >95

5 3-7

21 Mil Solvent Poly/Cotton
Satin Canvas

 

A bright white water-resistant
canvas composed of 35% 
cotton with a 65% polyester 
blend giving it a uniform 
low glare finish

 

 

 

 

BASIS WEIGHT:
Grams/m2 

CALIPER (mil): 

OPACITY (%): 

GLOSS (@ 60°):

  

Superior color brilliance
and image definition

Can be stretched without
cracking

Abrasion resistant surface 

 No lamination required 

•

•

•

•

•

Indoor/outdoor signage,
backdrops and murals

• Compatible with EcoSol
and high grade solvent
inks

BRIGHTNESS:          96                                      -

Ideal for art décor and
fine art reproduction

•

ROLL CONFIGURATIONS

PHYSICAL SPECIFICATIONS
 

Target

Finished Rolls Core Print Side 

Range

TEXTURE 12 14.5-18.5(Ra, microns) 

30”X100FT 
42”X100FT 
50”X100FT 

 3” PSO 
 3” PSO 

54”X100FT 
60”X100FT 

SCS21

 3” PSO  
 3” PSO 
 3” PSO 

18 Mil Décor Solvent
Satin Canvas

 

A natural white water-
resistant canvas composed 
of 35% cotton with a 65% 
polyester blend giving it a 
uniform low glare finish

 

 

 

 

  

Superior color brilliance
and image definition

Can be stretched without
cracking

Abrasion resistant surface 

 No lamination required 

•

•

•

•

•

Indoor/outdoor signage,
backdrops and murals

• Compatible with EcoSol
and high grade solvent
inks

Ideal for art décor and
fine art reproduction

•

ROLL CONFIGURATIONS

PHYSICAL SPECIFICATIONS
 

Target

Finished Rolls Core Print Side 

Range

30”X100FT 
54”X100FT 
60”X100FT 

SCS18

  360 345-375

17.8 17.0-18.6

 95 > 93

4 > 3

BASIS WEIGHT:
Grams/m2 

CALIPER (mil): 

OPACITY (%): 

GLOSS (@ 60°):

BRIGHTNESS:          85                                   > 82

TEXTURE 18   15 - 21(Ra, microns) 

  290 280-300

 9.9  9.6-10.2

 95 >90

70 >60

5 Mil Removable PSA
Solvent Matte Vinyl

 

A calandered white PVC 
vinyl with a removable
pressure sensitive adhesive
and a non-glare finish

 

 

 

 

BASIS WEIGHT:
Grams/m2 

CALIPER (mil): 

OPACITY (%): 

GLOSS (@ 60°) 

WHITENESS   82 -

  

Adheres to a wide variety
of smooth surfaces

Compatible solvent and 
UV inks 

For indoor and
outdoor use

 Excellent color brilliance
and image definition 

•

•

•

•

ADHESIVE Removable water-based

Face Stock 
Full Construction 

4.6 4.2-5.0

ROLL CONFIGURATIONS

PHYSICAL SPECIFICATIONS
 

Target

Finished Rolls Core Print Side 

Range

Removable and short term 
repositionable

 Ideal for promotional 
applications

•

•

 

 Vinyl face film formulated
with 100% polymeric 
plasticizer to ensure 
maximum product stability

•

  30”X150FT 3” PSO 
54”X150FT 3” PSO 
60”X150FT 3” PSO 

 

SVRM5-PSA

  290 280-300

 9.9  9.6-10.2

 95 >90

70 >60

5 Mil Removable PSA
Solvent Gloss Vinyl

 

A calandered white PVC 
vinyl with a removable
pressure sensitive adhesive
and a high sheen finish

 

 

 

 

BASIS WEIGHT:
Grams/m2 

CALIPER (mil): 

OPACITY (%): 

GLOSS (@ 60°) 

WHITENESS   82 -

  

Adheres to a wide variety
of smooth surfaces

Compatible solvent and 
UV inks 

For indoor and
outdoor use

 Excellent color brilliance
and image definition 

•

•

•

•

ADHESIVE Removable water-based

Face Stock 
Full Construction 

4.6 4.2-5.0

ROLL CONFIGURATIONS

PHYSICAL SPECIFICATIONS
 

Target

Finished Rolls Core Print Side 

Range

Removable and short term 
repositionable

 Ideal for promotional 
applications

•

•

 

 Vinyl face film formulated
with 100% polymeric 
plasticizer to ensure 
maximum product stability

•

  30”X150FT 3” PSO 
54”X150FT 3” PSO 
60”X150FT 3” PSO 

 

SVRG5-PSA

  300 290-310

10.2  9.9-10.5

 95 >90

3 2-4

5 Mil Permanent PSA
Solvent Matte Vinyl

 

A calandered white PVC 
vinyl with a permanent 
pressure sensitive adhesive
and a non-glare finish

 

 

 

 

BASIS WEIGHT:
Grams/m2 

CALIPER (mil): 

OPACITY (%): 

GLOSS (@ 60°) 

WHITENESS   82 -

  

Adheres to a wide variety
of smooth surfaces

Compatible solvent and 
UV inks 

For indoor and
outdoor use

 Excellent color brilliance
and image definition 

 

•

•

•

•

ADHESIVE Permanent water-based

Face Stock 
Full Construction 

5.1 4.7-5.5

ROLL CONFIGURATIONS

PHYSICAL SPECIFICATIONS
 

Target

Finished Rolls Core Print Side 

Range

 Vinyl face film formulated
with 100% polymeric 
plasticizer to ensure 
maximum product stability

•

  30”X150FT 3” PSO 
54”X150FT 3” PSO 
60”X150FT 3” PSO 

 

SVPM5-PSA

  300 290-310

10.2  9.9-10.5

 95 >90

70 >60

5 Mil Permanent PSA
Solvent Gloss Vinyl

 

A calandered white PVC 
vinyl with a permanent 
pressure sensitive adhesive
and a high sheen finish

 

 

 

 

BASIS WEIGHT:
Grams/m2 

CALIPER (mil): 

OPACITY (%): 

GLOSS (@ 60°) 

WHITENESS   82 -

  

Adheres to a wide variety
of smooth surfaces

Compatible solvent and 
UV inks 

For indoor and
outdoor use

 Excellent color brilliance
and image definition 

 

•

•

•

•

ADHESIVE Permanent water-based

Face Stock 
Full Construction 

5.1 4.7-5.5

ROLL CONFIGURATIONS

PHYSICAL SPECIFICATIONS
 

Target

Finished Rolls Core Print Side 

Range

 Vinyl face film formulated
with 100% polymeric 
plasticizer to ensure 
maximum product stability

•

  30”X150FT 3” PSO 
54”X150FT 3” PSO 
60”X150FT 3” PSO 

 

SVPG5-PSA

  36”X150FT 3” PSO 
54”X150FT 3” PSO 
60”X150FT 3” PSO 

 

  221 216-226

8.5 8.3-8.7

 92 >89

84 >81

8 Mil Premium Solvent Gloss 
Photo Paper

 

A premium quality water-
resistant print surface on a 
resin-coated photobase 
with a high sheen finish  

  

 

 

BASIS WEIGHT:
Grams/m2 

CALIPER (mil): 

OPACITY (%): 

GLOSS (@ 60°):

WHITENESS: 115 -

  

Superior color brilliance
and image definition

 

Handles high ink
saturation without cockling 

Abrasion resistant surface 

 No lamination required 

•

•

•

•

•

High whiteness for wide
color gamut

 
• Compatible with EcoSol

and high grade solvent
inks

BRIGHTNESS:         94         >90

ROLL CONFIGURATIONS

PHYSICAL SPECIFICATIONS
 

Target

Finished Rolls Core Print Side 

Range

 

 
 

SPPHG8

 
 36”X150FT 3” PSO 

54”X150FT 3” PSO 
60”X150FT 3” PSO 

 

  217 212-222

8.3 8.1-8.5

 

21

>89

16-26

8 Mil Premium Solvent Satin 
Photo Paper

 

A premium quality water-
resistant print surface on a 
resin-coated photobase 
with a low glare finish

 

  

 

BASIS WEIGHT:
Grams/m2 

CALIPER (mil): 

OPACITY (%): 

GLOSS (@ 60°):

WHITENESS: 115 -

  

Superior color brilliance
and image definition

 

Handles high ink
saturation without cockling 

Abrasion resistant surface 

 No lamination required 

•

•

•

•

•

High whiteness for wide
color gamut

 
• Compatible with EcoSol

and high grade solvent
inks

BRIGHTNESS:         95        >92

ROLL CONFIGURATIONS

PHYSICAL SPECIFICATIONS
 

Target

Finished Rolls Core Print Side 

Range

92

 

SPPHS8

  30”X75FT  3” PSO 
54”X75FT  3” PSO 
60”X75FT  3” PSO 

 

  315 300-330

 95 > 93

76 72-80

8 Mil Solvent Gloss 
Photo Paper Permanent PSA

 

A high quality photo paper 
with a permanent pressure 
sensitive adhesive and a
high sheen finish  

  

 

 

BASIS WEIGHT:
Grams/m2 

OPACITY (%): 

GLOSS (@ 60°):

WHITENESS: 115 -

  

Superior color brilliance
and image definition

 

Handles high ink
saturation without cockling 

Abrasion resistant surface 

 No lamination required 

•

•

•

•

•

High whiteness for wide
color gamut

 
• Compatible with EcoSol

and high grade solvent
inks

BRIGHTNESS:         93         >90

ROLL CONFIGURATIONS

PHYSICAL SPECIFICATIONS
 

Target

Finished Rolls Core Print Side 

Range

 

 
 

ADHESIVE Permanent

10.3 9.9-10.7

CALIPER (mil): 
Face Stock 
Full Construction 

8.9  8.5-9.3

SPG8-PSA

  30”X150FT 3” PSO 
54”X150FT 3” PSO 
60”X150FT 3” PSO 

 

  235 225-245

8.0 7.7-8.3

 95 > 93

84 80-88

8 Mil Solvent Gloss 
Photo Paper

 

A high quality paper giving 
photo quality output with a 
high sheen finish

 

  

 

 

BASIS WEIGHT:
Grams/m2 

CALIPER (mil): 

OPACITY (%): 

GLOSS (@ 60°):

WHITENESS: 115 -

  

Superior color brilliance
and image definition

 

Handles high ink
saturation without cockling 

Abrasion resistant surface 

 No lamination required 

•

•

•

•

•

High whiteness for wide
color gamut

 
• Compatible with EcoSol

and high grade solvent
inks

BRIGHTNESS:         93         >90

ROLL CONFIGURATIONS

PHYSICAL SPECIFICATIONS
 

Target

Finished Rolls Core Print Side 

Range

 

 
 

SPG8

  30”X150FT 3” PSO 
54”X150FT 3” PSO 
60”X150FT 3” PSO 

 

  260 245-270

9.0 8.2-9.5

 98 > 96

85 80-96

9 Mil Solvent Gloss 
Photo Paper

 

A high quality paper giving 
photo quality output with a 
high sheen finish

 

  

 

 

BASIS WEIGHT:
Grams/m2 

CALIPER (mil): 

OPACITY (%): 

GLOSS (@ 60°):

WHITENESS: 105 100-115

  

Superior color brilliance
and image definition

 

Handles high ink
saturation without cockling 

Abrasion resistant surface 

 No lamination required 

•

•

•

•

•

High whiteness for wide
color gamut

 
• Compatible with EcoSol

and high grade solvent
inks

ROLL CONFIGURATIONS

PHYSICAL SPECIFICATIONS
 

Target

Finished Rolls Core Print Side 

Range

 

 
 

SPG9

  30”X150FT 3” PSO 
54”X150FT 3” PSO 
60”X150FT 3” PSO 

 

  200 185-215

8.0 7.5-8.5

 95 > 93

74 70-78

8 Mil Solvent Gloss 
Photo Paper

 

A high quality paper giving 
photo quality output with a 
high sheen finish

 

  

 

 

BASIS WEIGHT:
Grams/m2 

CALIPER (mil): 

OPACITY (%): 

GLOSS (@ 60°):

WHITENESS: 125 >120

  

Superior color brilliance
and image definition

 

Handles high ink
saturation without cockling 

Abrasion resistant surface 

 No lamination required 

•

•

•

•

•

High whiteness for wide
color gamut

 
• Compatible with EcoSol

and high grade solvent
inks

BRIGHTNESS:        105         >100

ROLL CONFIGURATIONS

PHYSICAL SPECIFICATIONS
 

Target

Finished Rolls Core Print Side 

Range

 

 
 

SPG7
9 Mil Solvent Satin 
Photo Paper

SPS9

  30”X150FT 3” PSO 
54”X150FT 3” PSO 
60”X150FT 3” PSO 

 

  260 245-270

9.0 8.2-9.5

 98 > 96

21 18-24

A high quality paper giving 
photo quality output with a 
low sheen finish

 

  

 

 

BASIS WEIGHT:
Grams/m2 

CALIPER (mil): 

OPACITY (%): 

GLOSS (@ 60°):

WHITENESS: 100 95-110

 

Superior color brilliance
and image definition

Handles high ink
saturation without cockling

Abrasion resistant surface 

No lamination required 

•

•

•

•

•

High whiteness for wide
color gamut

 
• Compatible with EcoSol

and high grade solvent
inks

ROLL CONFIGURATIONS

PHYSICAL SPECIFICATIONS
 

Target

Finished Rolls Core Print Side 

Range

 
 

PRINTER COMPATIBILITY

Epson ®
Mimaki ® 
Mutoh ®
Roland ®
Seiko ®   X  

     X
        X        
X        X
X            

Gandi ®
HP Scitex
Inca ®
Nur ®
Vutek ®

Wide Format Printers     Eco Solvent    Solvent Grand Format Solvent UV Printers 

Recommended Storage Conditions: Temperature: 72°F ± 5°F (22°C ± 3°C)  / Relative Humidity: 35-65% 
Return unused portion to original packaging when not in use / Shelf Life:  1 Year under recommended storage conditions

HP Colorspan ®
HP Scitex ®
Mimaki ® 
Vutek ®

®




